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ALPHAcoustic-AB.Fos is a new series of acoustic panels that combines acoustics with lighting. 
It is named after the Greek word “ΦΩΣ” which means Light. These acoustic baffles are hung 
vertically, wrapped with acoustic transparent fabric and incorporated with linear lighting 
systems that allow direct and indirect lighting. They are meant to not only provide excellent 
acoustics, but give complete acoustic and il luminative solutions. 
Due to the two highly absorptive sides of the baffle, they reduce disturbing noise reflections and 
reverberated noise, improving interior acoustics and offering a better acoustic environment.
At the same time, they can be adjusted to the il luminative needs of every space.

Typical applications:

ALPHAcoustic-Fos is specifically designed to achieve maximum sound absorption at a specific 
frequency range. Our team of acoustic engineers can assist in choosing the acoustic baffles with 
the most adequate sound absorption index for your project according to ISO 354.2003 and ISO 
11654.1997. 
Indicative sound absorption coefficient (αN) for baffles with dimensions 1200x600x80 mm with 600 
mm spacing can be found in the following table (where αN is the equivalent sound absorption 
surface per object).

Depending on the requirements of each application and in order to achieve sound absorption 
in a wide range of frequencies, a combination of different sound absorptive materials can be 
applied. 

In order to determine the required quantity and configurations of acoustic baffles, an acoustic 
study is recommended.

Type: 
ALPHAcoustic-Fos
1200x600x80mm

Frequency (Hz)

125 250 500 1000 2000 4000

Sound Absorption 
Coefficient (αN) 0.2 0.43 0.98 1.4 1.4 1.3

• Reception areas
• Offices
• Restaurants

• Waiting rooms
• Classrooms
• Teleconference Rooms                        

Standard dimensions 116 x 40 cm - Regular thickness 55 mm                                     
(Other shapes, dimensions & thicknesses upon request)

ALPHAcoustic-AB.Fos

DESCRIPTION

ACOUSTIC CHARACTERISTICS
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The acoustic baffles ALPHAcoustic-Fos can be produced in different shapes, dimensions and thickness and 
other lighting characteristics upon request.

LIGHTING CHARACTERISTICS
This luminaire combines the architectural style with the acoustic efficiency. It produces perfect 
lighting conditions without distrurbing reflections.
The continuous-row system is illuminated absolutely uniformly from beginning to end, is economically 
efficient, is maintenance-free and it has long service life.

Standard Lighting Technical Features:

- LED advance Technology 
- Housing from aluminum profile, painted electrostatically
- PMMA diffuser in opal
- MACADAM 3 
- UGR 22
- CRI 80-90 
- CCT 4000 &3000K as standard
- Pure light without IR/UV radiation
- Efficient thermal management
- Operation life: 50,000 hours with efficiency > 80% of the initial luminous flux (L80B10)
- Drivers ON-OFF , or dimmable version (Dali, Push Button or Bluetooth)
- Seamless and continuous light

ALPHA  ACOUSTIKI in collaboration with lighting industry pioneers provides customization of the 
lighting system. At the same time the acoustic study determines the required amount of sound 
absorption panels and the required sound absorption coefficient.
The final result is perfect acoustic and lighting coverage.



4

ALPHAcoustic – HS: Vertical hangers with stainless 
steel wire and height adjustable roof suspension 
mechanism.

ACCESSORIES

Acoustic Vertical Baffles ALPHAcoustic-AB.Fos can be easily hanged from the ceiling with their 
simple two-point hanging system at the top of the panel.
They are also equipped with all the necessary electrical installation to be easily supplied with 
electricity.

The ALPHAcoustic-AB.Fos baffles are available with different external covering, depending on the 
aesthetics of each project. All the acoustic fabrics have high endurance and excellent quality.
They are available in various colours and can be self extinguished (Flamability test EN13501-1 
Class B, s2, d0).

For more color options, please refer to our sound transparent fabric ALPHAcoustic CL. Due to their 
increased sound transmissibility, the sound absorption capabilities of the internal material are not 
affected.

INSTALLATION

EXTERNAL COVERING

ALPHAcoustic-Sine.Fos
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The special sound transparent fabric ALPHAcoustic CL Type CR is used for external covering of the 
acoustic panels. Due to their increased sound transmisability, the sound absorption capabilities of 
the internal material are not affected.

Weight 220g/m2 +_ 5% (375g/lin.m. +-5%)
Width 170cm +_ 2% Usable
Abrasion Resistance Grade A tested in accordance with EN 14465:2003 with a 5 year

guarantee of wearability (full details availabe)

Flammability BS 476 Part 7 Class 1, BS EN 1021 - 1:2006 (cigarette)
Note: Flammability performance is dependent on components used.

EXTERNAL FABRIC COVERING

ALPHAcoustic-CL Type:CR

C.84 C.92 C.73 C.93 C.G.04

C.96 C.72 C.33 C.90 C.16

C.04 C.88 C.48 C.05 C.75

C.89 C.25 C.54 C.80 C.11

C.38 C.76 C.95 C.86 C.85

C.15 C.87 C.38 C.94 C.97
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Trying to achieve the best sound absorption coefficient taking into consideration environmental 
factors, we can select various types of acoustic materials that can be used inside our acoustic 
panels.

     Internal acoustic core materials:

This way we can achieve maximum sound absorption at a specific acoustic range band. Upon
request we can help you determine the sound absorption index (αS) according to ISO 354.2003 
and practical sound absorption coefficient (αp), and Weighted sound absorption coefficient (αp) 
according to ISO 11654.1997.

INTERNAL ACOUSTIC CORE

For better matching our client’s needs, we kindly ask to specify through your order the characteristics 
of the acoustic panels.

Type:    ALPHAcoustic - ........

Dimensions: (LxH)....... x ........ mm

Thickness: ....... mm

Internal Core Acoustic Material: .....................

External Fabric Covering:              Lateral Sides     Perimetral Strip

    Type

    Code

Additional Acoustic Options : .....................

Lighting order Data

-Body color: White, Black.

-Power cord color: W, B.

-CRI:  80,90

-CCT: 3000K,4000K.

-UGR: 22

-Output : ……Lm/m,  ……Lm/W.

-Driver: On/Off, Dali, Bluetooth.

Additional Lighting Options:  ……….. 

Other technical lighting selections upon request.

FIBRANgeo®       - Stonewool insulation slabs
Ultracoustic®      - Mineral wool with Ecose® technology
BASOTECH®        - Flexible open cell foam melamine resin
iZiFON®               - Polyester fiber slabs
ISOLFON® PU     - Flexible polyurethane foam
Stratocell® & Ethafoam® Whisper® - Hydrophobic polyethylene foam

ORDER DATA
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Our acoustic engineering team with 40 years of experiance continuously carries out applied 
academic research on acoustics, noise and vibration control, working closely with specialized 
research Institutes and Acoustic Laboratories. This contributes in designing innovative, advanced and effective 
acoustic control solutions. 
Additionally, we carry out, sound absorption index in Acoustic laboratory, in order to determine 
the characteristics of new, eco-friendly acoustic materials. In order to constantly guarantee high 
quality, we offer solutions that are tested and certified by independent acoustic laboratories.

Because of the reproduction process the quality and colour shown in this catalogue may differ from the real product. 
Selection of products should always be made from samples. All details and technical information stated in this brochure 
or other publicity material referring to ALPHA ACOUSTIKI’s acoustic systems are based on test reports obtained under 
laboratory conditions. The customer is responsible to check if these information are suitable for the specific, intended 
application. The customer is responsible to examine if the information regarding our product are suitable for the specific 
project application. All technical data is subject to change without prior notice. Our general sales and payment 
conditions apply. The latest technical data and information can be found in our technical data sheets at alphacoustic.
com. The technical information referred in this brochure comes from measurements and tests made in good faith and 
objectivity and are guideline values.We do not assume liability for spelling or printing errors.

RESEARCH - DEVELOPMENT - INNOVATION

LEGAL NOTICE

Further information and updates at www.alphacoustic.com
                                    ALPHA ACOUSTIKI Ltd all rights reserved



ALPHA ACOUSTIKI Ltd combines technical experience and 
scientific knowledge of its Engineers which are specialized 

in the field of room acoustics since 1980.

We create workplaces in which people choose to work, 
tailored to the specific

 requirements of each job, with particular attention to the ACOUSTIC & LIGHTING 
necessities of the employee.

DESIGNING FOR WELL-BEING

The concept designed of ALPHAcoustic products puts in practice 
all fundamentals of well-being.

Focus on employee and workplace well-being, can result in improved productivity, 
increased confidence, offering a better staff concentration.

Our Acoustic products help to achieve the 
WELL Building Standard™ Certification.

Our technical department (tech@alphacoustic.com),  would be happy to help you 
find the best solution for your project.

CONTACT

ALPHA ACOUSTIKI Ltd.
73, Apostolopoulou Str.  
Chalandri, Greece 15231

 Τ:  +30 210 6779875 
 F:  +30 210 6779269

info@alphacoustic.com 
www.alphacoustic.com

Design and Production according to Quality Management System ISO 9001.2008 & Environmental Management System ISO 14001.2004
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Eco-friendly

Recyclable


